
SF-RFA-2W

2 Mtr.
The Retractable Web-type fall arrester a component of personal protective equipment against falls from a

This web-type fall arrester 
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only for vertical use

40

not for horizontal use

ESSENTIAL FEATURES (ONLY FOR SPELEOLOGY AND FIREMAN)

RETRACTABLE ALPHA TYPE FALL ARRESTER

Min15 KN

EN
795

Item Code

Length (Mtr.)

Batch No.

Serial No.

Month/Year

:   SF-RFA-02W

:   2 

:   xxx

:   xxx

:   xxx

Lot Size

 Anchor device, conforms 
to EN 795 and static 
resistance min 15 kN 

 

Don’t Release quickly
Always Release Smoothly

Don’t Repair the 
Device Yourself 

model of the device

European Regulation 2016/425

Working webbing
made of 20 mm
UHMPE Web
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Item Code

Length (Mtr.)

Batch No.

Serial No.

Month/Year

:   SF-RFA-02W

:   2 

:   SMP-001

:   SAMPLE

:   XX/XXXX

Max
40

0

SF-404 ( Swivel Snap Hook )



The fall arrester must be connected with a connector conforms to EN362 to an Anchor  
device, conforms to EN 795 and 

max 40°

 40°

CALCULATION OF WORKING HEIGHT

Model
 Arrest

Distance (mtr)
Max height 

of person (mtr)
Additional Safety
Clearance (mtr)

Total = Fall Arrest Distance+person 
height (max 2Mtr)+safety clearance 

SF-RFA-2W 2 2 1 5

The recommended service life of the equipment is 10 years (in accordance with the annual examination by a competent person 
authorized by (VIRAJ SAFETY), but it may be increased or reduced according to use and/or the results of the annual inspections. 
The equipment should be inspected if there is any doubt, or following a fall and at least annually, by the manufacturer or a 
competent person authorised by the manufacturer to check its strength and hence the user's safety. The product data sheet should 
be completed after each annual product verification.

 40°

under the feet of user with a mass of 100 kg.

5

 40°



Should not Let self acting Disconnecting of the device 

Energy Absorber,



Specific Use : It is restricted to use only below men�on areas.
                          (a)  Speleology - Designed for use in cave and dark area for avoiding ultra violet ray
                          (b) Use by fireman - Due to high mel�ng point it is recommended to use by fireman
                                In both case training is required by competent person.
                          Warning : Please keep this Retractable in dry place because kevlar absorb moisture so life of Retractable could be reduced.

Need of Training : User should check Retractable before use and  follow the user instruc�on how to use safely.

Risk of High Temperature : It is thermally stable so recommended to use in high temperature area.  

Risk of U.V. : This Retractable life could be degrade from the effect of Ultra Violet rays so inspec�on in regular interval 
                       required.

LIMITATION 

: xxx Mtr.

Notify Body In Charge of EC type Examination

GEPTESZT Kft. - Budapest Gyenes u. 12. 1032, Hungary, Contact No:- +36 1250 3531 IDENTIFICATION NO. 2233

VIRAJ SYNTEX PVT. LTD., Factory / Office : C-36, UPSIDC Industrial Area, Rooma, Kanpur - 209402 (UP) INDIA

Ph.  Web :  , E-mail :  : +91 9839505969, 9839803488, 9839811500, 9839601191 www.vsplgroup.com ruchi@vsplgroup.com
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