
Ref: SF-RFA-LE-8W FT to 8.5W FT

• Robust & durable plastic casing

PHYSICAL PARAMETERS

• Has swivel anchorage eye at anchorage end

• Swivel Snap Hook at retractable end (Our ref. SF-1404 as per ANSI
Z359.12-2009 gate strength 3600 lbs.

• Galvanized steel wire rope

LENGTH

• 8.0 ft & 8.5 ft.
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WEBBING

WEIGHT

USER CAPACITY

RELEVANT STANDARDS

• Material: Para-Aramid and UHMWPE webbing 0.94 Inches.

• Minimum Breaking strength: 5000 lbs.

•  3.74 lbs. ± 0.22 lbs.

• ANSI User Capacity: 310 lbs. Max.

• Meets or Exceeds ANSI Z359.14-2021, CLASS 2.

TALOn  (SRL-P) Polymer Casing-le
with Webbing & Energy Absorber
TALON-LE 8'  & UHMWPE Webbing SRL-LE (ANSI LeadingPara-Aramid
Edge Rated) with High Impact Strength Polymer Housing,
swivel eye at anchorage end, other end with load indicator 
swivel snap hook. Includes one (1)  Twin SRL Connector (SF-1700)

Made in India

ANSI
Z359.14-2021
CLASS 2

: SF-RFA-LE-8W FT

: 8

: SAMPLE

: SAMPLE

: 07/2025
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