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 CAPACITY RANGE 

METAL COMPONENT

STITCHING THREAD

WEBBING

DESIGN

VIRAJ 5-Point Adjust Lightweight Full Body Harness 

Dielectric Non Conductive
Full Body Harness Ref: SF-FBH-A-1022(DE)

• One dorsal attachment D-ring and two chest attachment

textile loops for fall arrest.

Material: Polyester, Elastic. 
Width: 44mm. ± 1mm.
Breaking Strength: 25 KN. 

 High-tenacity Polyester 

Material: Alloy Steel 

Finish: Silver or Golden Yellow Galvanized 

 Meets or Exceeds EN361:2002

RELEVANT STANDARDS

• Adjustable Chest-Strap, Shoulder Straps and thigh-straps
for easy adjustment.

Dielectric range of harness have been specially design for
workers working in conditions where there are possible electrical

hazards. Special insulated dielectric D-ring, Buckle and Frame 
are used in this range of harness.
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C-36 UPSIDC Industrial Area, Rooma, 

Kanpur- 209402 (UP) INDIA
info@virajsyntex.com

An ISO 9001 : 2015 Certified Company

PRODUCTS

LIABILITY INSURANCE

VIRAJ

GROUP

2

FRONT VIEW

Elasticated

Elasticated (Adjustable)
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