
TM

www.virajsyntex.com

T
E

C
H

N
IC

A
L

 D
A

T
A

 S
H

E
E

T
F
A

L
L

 P
R

O
T

E
C

T
IO

N
 E

Q
U

IP
M

E
N

T
S

C-36 UPSIDC Industrial Area, Rooma, 

Kanpur- 209402 (UP) INDIA
info@virajsyntex.com

An ISO 9001 : 2015 Certified Company

15 kN Minimum.

 CAPACITY RANGE

STITCHING THREAD

WEBBING

DESIGN

• Having a D-ring at both ends.

Width: 44mm. ± 1mm.
Breaking Strength: 25 KN. 

 High-tenacity Kavlar

 Meets or Exceeds EN 795:2012 Type B

RELEVANT STANDARDS

1994

2023

PRODUCTS

LIABILITY INSURANCE

VIRAJ

GROUP

2

Made of 44mm wide Flame resitant Webbing

at height. Webbing of the Flame Resistant Anchorage Sling is made
of a special fibre which is Flame Resistant and can withstand

Flame Resistant Anchorage Sling

Ref: SF-ES-8004(FR)

SECURE FIRST Flame Resistant Anchorage Sling have been
specially designed for workers engaged in welding and Hot work

temperatures of upto 700 F / 371C with out any damage.
0 0

Material: Flame resistant

ISO 9150:1988 & ISO 15025:2005.

Flame Resistant webbing 44 mm
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