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An ISO 9001 : 2015 Certified Company

www.virajsyntex.cominfo@virajsyntex.com
C-36 UPSIDC Industrial Area, Rooma, 

Kanpur- 209402 (UP) INDIA
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• Lightest available SRL in its range/class

• Robust & durable plastic casing

• UHMWPE Webbing with Energy Absorber

• Steel  snap hook at attachment end. swivel

• 6 ft.

• Material: UHMWPE webbing 0.78 Inches
• Minimum Breaking strength: 5000 lbs.

• 6.052 lbs. ± 0.22 lbs. 

• ANSI User Capacity: 310 lbs. Max.

• Meets or Exceeds ANSI Z359.14-2021 CLASS 1. 

RELEVANT STANDARDS

USER CAPACITY

WEIGHT

WEBBING

LENGTH

PHYSICAL PARAMETERS

6 ft. Talon-Mini Lightweight SRL with one (1) swivel snap 
hook at anchor end (ANSI). Includes one (1) 
connector attached to Harness. 

Talon Self Retractable -Mini DUAL 
Lifeline (SRL-P)

Ref: SF-RFA-2X6W FT

PRODUCTS

LIABILITY INSURANCE

VIRAJ

GROUP

2

www.virajsyntex.com

DO NOT REMOVE LABEL
!

!!

                    Before each use, ensure you read and 

                 understand all manufacturer’s instructions

         received with this equipment at the time of shipment.

     Any alteration, abuse or misuse of the product voids the

                                           warranty and avoid lanyard contact with sharp edge &

Fall Clearance: 6.5ft.

Capacity : 130 lbs to 310 lbs (59 kg to 141 kg)

SPECIFICATIONS: 

Average arresting force: 

Max. arresting force: 

1,350 lbs.1,800 lbs.
Max. arresting distance: 42"

Housing Material: High 

impact strength Polymer

Lanyard Material: 

Webbing 13/17" UHMWPE

DO NOT REPAIR OR SERVICE THIS SRL

______/______

above dorsal D-ring

Class

Anchor at or

1
abrasive surface.

ON YOUR OWN.
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