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An ISO 9001 : 2015 Certified Company

www.virajsyntex.cominfo@virajsyntex.com
C-36 UPSIDC Industrial Area, Rooma, 

Kanpur- 209402 (UP) INDIA

1994

2023

PRODUCTS

LIABILITY INSURANCE

VIRAJ

GROUP

2

Meets or Exceeds ANSI Z359.13-2013

RELEVANT STANDARDS

WEBBING

DESIGN

VIRAJ 6 Ft. & 12 Ft. Internal design shock
absorbing lanyard with snap hook (ANSI)

Ref: SF-FAP-3208

1.57” inch wide polyester tubular elas� ated webbing 
incorporated with energy absorbing (6�. & 12 �.) Polyester 
webbing
Steel snap hook SF-1406 at a�achment Both Side.

Material: Polyester
Width: 1.57 in. ± 0.04” in. 
Breaking Strength: 5000 lbs. 

STITCHING THREAD

Material: High-tenacity polyester

METAL COMPONENT

Material: Alloy Steel
Pla�ng: Zinc Pl a�ng
Finish: Shot blasted
Breaking Strength: 5000 lbs.

WEIGHT

3.0 lbs ± 0.02 lbs.

VIRA 6 �. & 12 �. internal design shock absorbing lanyard 
with both side snap hooks (ANSI)

Polyester Tubular 
Webbing 1.57 in.

Length 6 ft. & 12 ft.

Textile loop (attachment)

Steel Stamped 
Snap Hook

Steel Stamped 

Product Label

Snap Hook


