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WINCH
Ref: SF-WN-801

VIRAJ galvanized wire cable personnel/material related
bi-directional winch or confined spaces. Equipped with
the Mounting pl te and hardware for mounntingo VIRAJ

Tripod (ANSI)

EENETEED))

e Material or man lifting escue winch.

e To be used for raising or lowering of personnel or
material into confined space

e Galvanized steel wire rope of 4.8 mm.

e Equipped with mounting pl te having four bolts for
mounting with use of special Backets.

e Handle rotating mechanism for lifting or lowering.

D))

e Material Mild Steel
e Finish: Powder Coated

LIFTING LOAD CAPACITY ))

® 120 kg
® Minimum Breaking Strength : 12KN

D))

- SF-WN-801 (20) :- 8.190 + 0.100KG
- SF-WN-801 (25) :- 8.700 + 0.100KG
- SF-WN-801 (30) :- 10.800 + 0.100KG
- SF-WN-801 (40) :- 11.800 + 0.100KG

cecvun soaros 99

- Meets or Exceeds EN 1496:2017 Class A

Plastic Drum

PRODUCTS

LIABILITY INSURANCE . 4
Winch Housing - Plastic Winch Cover

B

7X19 Galvanized Wire Rope
(Minimum Breaking Strength = 15 KN)

2 Million

VIRAJ
GROUP

A Government Recognized
N Star Export House

C-36 UPSIDC Industrial Area, Rooma, . L.
info@virajsyntex.com
Kanpur- 209402 (UP) INDIA
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