
www.virajsyntex.cominfo@virajsyntex.com
C-36 UPSIDC Industrial Area, Rooma, 

Kanpur- 209402 (UP) INDIA

PRODUCTS

LIABILITY INSURANCE

VIRAJ

GROUP

2

TM

An ISO 9001 : 2015 Certified Company
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MATERIAL

DESIGN

Ref: SF-CRA-01

• High-strength Grade 80 welded link chain provides durability
• ANSI Z359.12 compliant snaphooks for simple and familiar harness
   connec�on
• ANSI Z359.12 compliant transverse-load rated swivel rebar hook
   provides tangle-resistant connec�on to ver�cal member

Chain: Grade 80 Welded Link Steel Min. 5,000 lbs. Tensile Strength
Snaphooks: Zinc Plated Alloy Steel Min. 5,000 lbs. Tensile Strength
with 3,600 lbs. Gate Strength
Rebar Hook: Zinc Plated Alloy Steel Min. 5,000 lbs. Tensile Strength
with 3,600 lbs. Gate Strength
Quick Link Connectors: Zinc Plated Alloy Steel Min. 5,000 lbs.
Tensile Strength

ANSI USER CAPACITY

One User up to 310 lbs. Max.

BREAKING STRENGTH

Minimum Breaking Strength : 5000 lbs

4.541 lbs. 

WEIGHT

Meets or Exceeds Z359.3-2019

RELEVANT STANDARDS

Chain Swivel Rebar Hook Assembly With Both Side Snap Hook

• For use in work posi�oning applica�ons

Swivel
Rebar Hook

Chain

Snap Hook

Quick
Link Connector

23" 

LENGTH
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